
Pre-F i l trat ion, Class  G3 to M5

Pr imary Bag Fi l ters

Camfil Asia Pacific and Middle East
www.camfil.com
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Hi-Cap®

Application: Comfort air conditioning applications, prefilter applications.
Type: Multi pocket bag filter.
Case: Galvanised steel.
Media: Polyester fibre.
EN779:2012 filter class: G4.
ASHRAE 52.2:2007 filter class: MERV 7.
Recommended final pressure drop: 250 Pa.
Temperature: 70ºC maximum in continuous service.
Holding frames: Front and side access housings and frames are available, Type 8 and FC 
Housings.
Fire rating: DIN 53438 class F1.
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Reference Model Width Heigth Depth Filter classification 
EN779:2012

Number of 
pockets

Media area 
m²

Air flow / pressure 
drop m³/hr/Pa

Unit weight 
kg

Unit volume 
m³

3200005 HF 90/35-66 592 592 360 G4 6 2.6 3400/50 2.2 0.04

3200006 HF 90/35-56 490 592 360 G4 5 2.2 2800/50 2 0.04

3200007 HF 90/35-36 287 592 360 G4 3 1.3 1700/50 1.4 0.02

3200008 HF 90/35-55 490 490 360 G4 5 1.8 2334/50 1.7 0.04

3202009
HF 90/35- 
592*592-
6*580-66

592 592 580 G4 6 4.2 3400/30 2.6 0.04

3202033
HF 90/35- 
490*592-
5*580-66

490 592 580 G4 5 3.5 2800/30 2.2 0.04

3202016
HF 90/35-
287*592-
3*580-36

287 592 580 G4 3 2 1700/30 1.5 0.03


